@) HARRIS RTX 2000" 


May 1989 Real Time Express™ 16-Bit Microcontroller 


Features Description 


® Fast 100ns Machine Cycle The RTX 2000 is a high performance 16-bit microcontroller 
with on-chip timers, interrupt controller, and multiplier. 
A unique feature of this processor is the high performance 
® Direct Execution of Forth Language ASIC Bus, which provides for architecture extension using 


> Eliminates Assembly Language Programming off-chip hardware acceleration logic and application 
specific I/O devices. 


© Single Cycle Instruction Execution 


e Single Cycle 16-bit Multiply 
Utilizing a stack oriented, non-pipelined, multiple bus 
architecture with one or two cycle instruction times, the RTX 
* Single Cycle Subroutine Call/Return 2000 allows the efficient implementation of such real-time 
applications as Digital Signal Processing (DSP), Digital 
* Four Cycle Interrupt Latency Control Processing, Image Processing, Robotics, Graphics, 
° Two On-Chip 256 Word Stacks Simulation, and Animation. Because these applications can 
be supported entirely with high level languages such as 
® On-Chip Interrupt Controller Forth and C on the RTX 2000, the development cycle time 
* Three On-Chip 16-bit Timer/Counters to system implementation is drastically reduced. 


® Fast Division, Square Root 


* ASIC Bus” for Off-Chip Extension of Architecture The RTX 2000 Microcontroller is an exceptionally powerful 

device with the ability to meet numerous application 
e 1 Megabyte Total Address Space specific needs. The advantages of the RTX may be further 
enhanced through the use of RTX specific peripherals and 
by the development system support which Harris provides 
* Low Power CMOS 5mA/MHz Typical for the RTX hardware. 


e Word and Byte Memory Access 


¢ Fully Static D.C. to 10MHz Operation The Harris Advanced Standard Cell and Compiler Library 


“ps; x was used to design and fabricate the RTX 2000. As part of 
=04-Pit FGA. and 84-Lead PLCC Package the Harris family of compatible cell libraries, the RTX 2000 
© Available in Harris Standard Cell Library can be incorporated into customer ASIC designs. 
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84 PIN PGA PACKAGE 
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Note: An overbar on a signal name represents an active LOW signal. 
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TABLE 1. PGA AND PLCC PIN/SIGNAL ASSIGNMENTS 


PLCC SIGNAL PLCC SIGNAL 
LEAD NAME TYPE LEAD NAME 


Output; Address Bus 
Output 

Output 

Input 

Input 

Power 

Input 

Input 

Input 

Input 

Input 

Input 

Input 

Input 

Output 

Output 

V/O; Data Bus 

V/O; Data Bus 

V/O; Data Bus 
Ground 

I/O; Data Bus 

I/O; Data Bus 

I/O; Data Bus 

I/O; Data Bus 

1/0; Data Bus 

I/O; Data Bus 

Power 

1/O; Data Bus 

1/O; Data Bus 

1/O; Data Bus 

1/0; Data Bus 
Ground 

1/O; Data Bus 

1/O; Data Bus 

1/0; Data Bus 
Output; Address Bus 
Output; Address Bus 
Output; Address Bus 
Output; Address Bus 
Output; Address Bus 
Output; Address Bus 
Output; Address Bus 


Output; Address Bus 
Ground 

Output; Address Bus 
Output; Address Bus 
Output; Address Bus 
Output; Address Bus 
Output; Address Bus 
Power 

Output; Address Bus 
Output; Address Bus 
Output; Address Bus 
Output; Address Bus 
Output; Address Bus 
Output; Address Bus 
Ground 

Output 

Output 

Output 

Output 

Output 

Output 

V/O; Data Bus 

1/0; Data Bus 

1/0; Data Bus 

1/0; Data Bus 

1/O; Data Bus 
Ground 

1/O; Data Bus 

1/0; Data Bus 

1/O; Data Bus 

Power 

1/0; Data Bus 

1/O; Data Bus 

1/O; Data Bus 

1/0; Data Bus 

1/O; Data Bus 

1/O; Data Bus 

/O; Data Bus 
Ground 

1/0; Data Bus 
Output; Address Bus 
Output; Address Bus 


TABLE 2. I/O SIGNAL DESCRIPTION 


PLCC 
SIGNAL LEAD DESCRIPTION 


INPUTS 


|war | 13 WAIT: A HIGH on this pin causes PCLK to be held LOW and the current cycle to be extended. 
ICLK | 14 | INPUT CLOCK: internally divided by 2 to generate all on-chip timing (CMOS input levels). 
RESET a AHIGH level on this pin resets the RTX. Must be held high for at least 2 ICLK cycles (CMOS input levels). 


EXTERNAL INTERRUPTS 2, 1: Active HIGH level-sensitive inputs to the Interrupt Controller. Sampled on 
the rising edge of PCLK. See Timing Diagrams for detail. 


EXTERNAL INTERRUPTS 5, 4, 3: Dual purpose inputs; active HIGH level-sensitive Interrupt Controller 
inputs; active HIGH edge-sensitive Timer/Conter inputs. As interrupt inputs, they are sampled on the 
rising edge of PCLK. See Timing Diagrams for detail. 


NON-MASKABLE INTERRUPT: Active HIGH edge-sensitive Interrupt Controller input capable of 
interrupting any processor cycle. See the Interrupt Suppression Section. (CMOS input levels) 


INTSUP p58 INTERRUPT SUPPRESS: A HIGH on this pin inhibits all maskable interrupts, internal and external. 
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TABLE 2. 1/O SIGNAL DESCRIPTION (Continued) 


PLCC | RESET 
SIGNAL LEAD | LEVEL DESCRIPTION 


OUTPUTS 


|New | go | a NEW: A HIGH on this pin indicates that an Instruction Fetch is in progress. 
BOOT 1 BOOT: A HIGH on this pin indicates that Boot Memory is being accessed. This pin can be set 
or reset by accessing bit 3 of the Configuration Register ( ). 
|ur~w {6s | ot MEMORY READ/WRITE: A LOW on this pin indicates that a Memory Write operation is in progress. 
UDS 


1 UPPER DATA SELECT: A HIGH on this pin indicates that the high byte of memory (MD15-MD08) 
is being accessed. 


LOWER DATA SELECT: A HIGH on this pin indicates that the low byte of memory (MD07-MDO0) 
is being accessed. 


1 ASIC I/O: A LOW on this pin indicates that an ASIC Bus operation is in progress. 


ASIC READ/WRITE: A LOW on this pin indicates that an ASIC Bus Write operation 

is in progress. 

PROCESSOR CLOCK: Runs at half the frequency of ICLK. All processor cycles begin on the 
rising edge of ICLK. Held low extra cycles when WAIT is asserted. 

TIMING CLOCK: Same frequency and phase as PCLK but continues running during Wait cycles. 


INTERRUPT ACKNOWLEDGE: A HIGH on this pin indicates that an Interrupt Acknowledge cycle 
is in progress. 


GAo2 ASIC ADDRESS: 3-bit ASIC Address Bus. 
Pano [oe] 
ce ao 
| MA19-MA14 | 56-51 | MEMORY ADDRESS: 19-bit Memory Address Bus. 
DATA BUSES (I/O) 
| GD15-GD13 | 17-19 | ASIC DATA: 16-bit bidirectional external ASIC Data Bus. 
Fepie-coor [rae 
Fa0ee-cooe | 25-2 
Faoea-aoco | s-28 | 
| MD15———s|_--82_—«| MEMORY DATA: 16-bit bidirectional Memory Data Bus. 
sore 


POWER CONNECTIONS 


vcc 6,27, }| Power supply +5 volt connections. A 0.1 uF, low impedance decoupling capacitor 
50,73 j should be placed between VCC and GND. This should be located as close 
to the RTX package as possible. 


LDS 
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Power supply ground return connections. 
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RTX 2000 Processor 


The RTX 2000 processor is based on a_ two-stack 
architecture. The two stacks, which are Last-in-first-out 
(LIFO) structures, are called the Parameter Stack and the 
Return Stack. 


Two internal registers provide the top two elements of the 
16-bit wide Parameter Stack, while the remaining elements 
are contained in on-chip memory (“stack memory”). 


The Return Stack is 21-bits wide with the top element 
stored internally in registers while the remaining elements 
are contained in stack memory. 


The RTX architecture is optimized for minimat Subroutine 
Call/Return overhead. A Subroutine Call takes one cycle, 
while a Subroutine Return usually takes zero cycles. 


The RTX 2000 core has eight 16-bit internal registers, an 
ALU, internal data buses, and control hardware to perform 
instruction decoding and sequencing. 


The relationship between the RTX core and the on-chip 
peripherals is shown in Figure 1, along with the off-chip 
user interfaces. Due to the highly parallel architecture of the 
RTX processor, peak execution rates during simultaneous 
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256 x 21 
RETURN 
STACK 
MEMORY) 


bus operations can reach the equivalent of 40 million Forth 
language operations per second at a clock rate of 10MHz. 
Typical execution rates exceed 10 million operations per 
second. 


RTX 2000 Operation 


Control of all data paths, including the Program Counter 
Register ( {@ ), is provided by the Instruction Decoder. This 
hardware determines what function is to be performed by 
looking at the contents of the Instruction Register, [Wj , 
and subsequently determines the sequence of operations 
through data path control. 


Instructions which do not perform Memory accesses 
execute in a single clock cycle while the next instruction is 
being fetched. As shown in Figure 2, the instruction is 
latched into [Jj at the beginning of a clock cycle. The 
instruction is then decoded by the processor. All necessary 
internal operations are performed simultaneously with 
fetching the next instruction. 


Instructions which access Memory require two clock cycles 
to be executed. During the first cycle, the instruction is 
decoded, the address of the memory location to be 
accessed is placed on the address bus, (MA19-MA01), and 


ry tty 
CLOCK AND 
RESET CONTROL, 


TIMER/COUNTERS 
CONTROL TCO a5 


g—!¥R__ TCt TP1 + 
y—2 _ TC2 TP2 


iBC 


16 x 16 
MULTIPLIER 
STACK MHR 
CONTROL Seay a————! 
SPR 
SLR 


ON - CHIP PERIPHERALS 


FIGURE 1. RTX 2000 FUNCTIONAL BLOCK DIAGRAM 
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the memory data, (MD15-MDO0), is read or written. During 
the second cycle, ALU operations are performed, the 
address of the next instruction to be executed is placed on 
the Memory Address Bus, and the next instruction is 
fetched (see Figure 2). 


RTX Data Buses and Address Buses 


Unidirectional data paths and simultaneous operation of 
some data buses allow for maximum efficiency of internal 
data flow in the RTX. 


External data flow is provided by the ASIC Data Bus 
(GD15-GDO00) and the Memory Data Bus (MD15-MDO0), 
both of which are bidirectional. Address information for 
accessing external memory or external ASIC devices is out- 
put via either the Memory Address Bus (MA19-MA01) or 
the ASIC Address Bus (GAO02-GA00) (See Table 3). 


RTX Internal Registers 
The eight 16-bit internal registers are: 


: The Top Register contains the top element of the 
Parameter Stack. The contents of may be directed to 
any I/O device or to any processor register except the 
Instruction Register. is also the T input to the ALU. 
Input to must come through the ALU. This register 
holds the most significant 16 bits of 32-bit products and 
32-bit dividends. 


: The Next Register holds the second element of the 
Parameter Stack. During a stack “push”, the contents of 
are transferred to stack memory, and the contents of 
are put into . This register is used to hold the 
least significant 16 bits of 32-bit products. 

[J : The Instruction Register is a latch which contains the 
instruction currently being executed. Input to this register 
comes from Main Memory (see Tables 11-20). 


TABLE 3. EXTERNAL RTX 2000 DATA BUSES AND ADDRESS BUSES 


FLOW 
DIRECTION DESCRIPTION 


EXECUTION SEQUENCE WITH NO MEMORY DATA ACCESS: 


END OF , BEGIN 
FIRST , SECOND 


CONCURRENT 
OPERATIONS 


ctock | cLocK 
crete | CYCLE 


o~ — |= 


PERFORM INTERNAL OPERATIONS | 
AS REQUIRED 


ADDRESS 


ONTO 
MA19- MAO1 


ASIC BUS OPERATIONS 


EXECUTION SEQUENCE WITH MEMORY DATA ACCESS: 


END OF BEGIN 
FIRST 
CLOCK ' CLOCK 
CYCLE | CYCLE 
—_ 


OF MEMORY 
LOCATION READ OR WRITE 


MEMORY DATA 


END OF 
SECOND | 
CLOCK 
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_———————— 
(_ —renromw au Orenarions 
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FIGURE 2. INSTRUCTION EXECUTION SEQUENCE 
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(ij: The Configuration Register contains bits which 
indicate the current status/setup of the -RTX processor. 
See Figure 3. 


: The Program Counter Register contains the address 
of the next instruction to be fetched from Main Memory. 


{] : The Index Register contains 16 bits of the 21-bit top 
element of the Return Stack, and is also used to hold the 
count for streamed and loop instructions (see Figure 12). In 
addition, J] can be used to hold data and can be written from 
The contents of [J may be accessed in either the 
push/pop mode in which values are moved to/from stack 
memory as required, or in the read/write mode in which the 
stack memory is not affected. When the Streamed Instruction 
Mode is used, a value (count) is written to [J and the next 
instruction is executed that number of times plus one 
(ie. n+1). 


QU) : The Multistep Divide Register holds the divisor during 
multistep math operations. [J) may also be used as a general 
purpose scratch pad register. 


Gj: The Square Root Register holds the intermediate 
values used during calculation of square roots. ix] may also 
be used as a general purpose scratch pad register. 


On-Chip Peripheral Registers 
TIMER/COUNTER REGISTERS: 


j ; (Read Only): The Timer/Counter 
Registers are 16-bit registers which contain the current 
count value for each of the three Timer/Counters. The counter 


era iaig]1 10,9 /8]7 6,5 4] 3,2, 10 


R /W; Carry 
R /W; Complex Carry 


R /W; Byte Order Bit 

Modes: 

1 = “Intel - Like” 

O= "Motorola" Like” 

Resets to 0. 
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FIGURE 3. CONFIGURATION RESISTER ( ) 
BIT ASSIGNMENTS 


Motorola™ is a Registered Trademark of Motorola Inc. 
Intel is a Registered Trademark of Intel Corporation 


is decremented at each rising clock edge of TCLK. Reading 
from these registers at any time does not disturb their 
contents. The sequence of Timer/Counter operations is 
shown in Figure 14 in the Timer/Counters section. 


; : (Write Only): The Timer Pre-load Registers 
contain the initial 16-bit count values which are written to 
each timer. After a timer counts down to zero, the pre-load 
register for that timer writes its pre-load count value to it at 
the next rising clock edge, synchronously with TCLK. 


MULTIPLIER REGISTERS: 


[i] (Read Only): The Multiplier High Product Register 
holds the most significant 16 bits of the 32-bit product 
generated by the RTX Multiplier. If the registers ROUND 
bit is set, this register contains the rounded 16-bit output of 
the multiplier. 


(Read Only): The Multiplier Lower Product Register 
holds the least significant 16 bits of the 32-bit product 
generated by the RTX Multiplier. 


INTERRUPT CONTROLLER REGISTERS: 


DG : By setting the appropriate bit, the Interrupt Mask 
Register allows each interrupt, except the Non-Maskable 
Interrupt, to be masked. See Figure 4 for bit assignments for 
this register. 


IMR 
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PSU, Parameter Stack 
Underfiow 


RSU, Return Stack 
Underflow 

PSV, Parameter Stack 
Overflow 


RSV, Retum Stack 
Overflow 


—+» Reserved, should 
be set = 0 
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: The Interrupt Base/Control Register is used to 
store the Interrupt Vector base address and to specify 
software options, as indicated by the bit assignments in 
Figure 5. 


(Read Only): The Interrupt Vector Register holds the 
current Interrupt Vector value. See Figure 6 and Table 5. 


STACK CONTROLLER REGISTERS: 


{Write Only): The Stack Limit Register holds the up- 
per limit values (O to 255) for the depth of the Parameter 
Stack (bits 0-7) and the Return Stack (bits 8-15). These 
must be accessed together. See Figure 7. 


Gia] : The Stack Pointer Register holds the stack pointer 
value for each stack. Bits 8-15 represent the stack memory 
location being accessed for the Return Stack, while bits 0-7 
represent the stack memory location being accessed for the 
Parameter Stack. These must be accessed together, as 
Sidi] . See Figure 8. 


IBC 


15)141312]1 4109, 8] 7,6, 5,473, 2,10) 
A cecmetemnmaal ET ae 


Reserved; 
should be 
set to 0 


DPRSEL: Selects 

Page Register for 

Data Memory Access 
1 = DPR Selected; 
O = CPR Selected; 


ROUND: Multiplier 
Control Signal; selects 
Rounding of 16 x 16 - bit 
fractional multiplication 
1 = Rounded 16- bit 
product 
O = Unrounded 32 - bit 
product 
CYCEXT*: Determines 
cycle length for INTA 
cycles or User Memory 
Instruction cycles; 
1 = Cycle runs for 2 
TCLK periods, 
O = Cycle runs for 1 
TCLK period. 


TIMER / CLOCK Select: 
Timer’s counter clock 
inputs assigned to 

on - chip TCLK signal 
of off- chip B5- 83 
signals {see Table 6). 


Interrupt Vector 
Base (see the 
Interrupt Section). 


* NOTE: For f( TCLK ) > 8MHz, set CYCEXT = 1. 


FIGURE 5. INTERRUPT BASE/CONTROL REGISTER ( ) 
BIT ASSIGNMENTS 
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FIGURE 6. INTERRUPT VECTOR REGISTER ( IM ) 
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FIGURE 7. STACK LIMIT REGISTER ( ) 
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MEMORY PAGE CONTROLLER REGISTERS: 


: The Code Page Register contains the value for the 
current Code page. See Figure 9 for bit field assignments. 


Didi} : The Data Page Register contains the value for the 
current Data page. See Figure 10 for bit field assignments. 


(Uj : The User Page Register contains the value for the 
current 32K-word User page. See Figure 11 for bit field 
assignments. 


(EG) : The User Base Address Register contains the base 
address for User Memory Instructions. See Figure 11 for bit 
field assignments. 


[ali : The Index Page Register extends the Index 
Register ([J) by 5 bits, ie. when a Return From Subroutine 
is performed, the [Eda] contains the Code page from which 
the subroutine was called, and comprises the 5 most 
significant bits of the top element of the Return Stack. See 
Figure 12. 
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Bit Assignments During Subroutine Operations 


20:19,1817,16151413121110918/7,6,5, 4/3; 2) 1,0] 
—————— 
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Bit Assignments During Non - Subroutine Operations 
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FIGURE 12. RETURN STACK ( {J and [Gjj) BIT FIELD 
ASSIGNMENTS 
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Initialization of Registers RTX Interrupt Controller 


A HIGH level on the RTX RESET pin initializes the on-chip The RTX 2000 Interrupt Controller manages interrupts for 
circuits. The registers initialize as shown in Table 4. While the RTX 2000 Microcontroller core. Its sources include 
the RESET input is HIGH, the TCLK and PCLK clock _ several on-chip peripherals and 6 external interrupt inputs. 
outputs are held reset in the LOW state. 


TABLE 4. REGISTER INITIALIZATION AND ASIC ADDRESS ASSIGNMENTS 


INTIALIZED 
CONTENTS COMMENTS 
0000 0000 0000 0000 ielgRegister. No ASIC address is assigned for this register; [XeJgis the implicit 
source or destination for certain instructions. 


1941-1944 1944 1111 Register: No ASIC address is assigned for this register, is the 
implicit source or destination for certain instructions and for external memory data. 


Q000 0000 0000 GO00 Instruction Register: No ASIC address is assigned for this register; [jis the 
implicit source for certain instructions and cannot be read or written directly. 


1144 1919 1114 1111 index Register: The address used for [J determines what type of operation will be 
performed (see Table 10). 


2x x 


0100 0000 0000 1000 Configuration Register: Boot = 1; Interrupts Disabled; Byte Order = 0. 


ci [ conor comes 
ee 
cr [ eoooaro coo am 

cso 006 


0000 0010 0000 0000 Interrupt Vector Register: Read only; this register holds the current Interrupt Vector 
value, and is initialized to the “No Interrupt’ value. 


1999 9991 1111 1111 Stack Limit Register: Each stack limitis set to a value of 255. 
0000 0000 0000 0000 Index Page Register. 
0000 0000 0000 0000 Data Page Register: The Data Address Page is set for page ‘0’ 


04H 


Q 


CH 


0000 0000 0000 0000 User Page Register: The User Address Page is set for page ‘0’. 
0000 0000 0000 0000 Code Page Register: The Code Address Page is set for page ‘0’. 


0000 0000 0000 0000 Interrupt Base/Control Register. 


O00 0000 0000 0000 User Base Address Register: The User base address is set to ‘0’ within the user page. 
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17H 4919-1141 1441 1111 Multiplier High Product Register. Read Only. 
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When one of the sources requests an interrupt, the Interrupt 
Controller checks whether the interrupt is masked. If it is 
not, the controller attempts to interrupt the processor. If 
processor interrupts are enabled, the processor will 
execute an Interrupt Acknowledge cycle and disable 
interrupts. In response to the Interrupt Acknowledge cycle, 
the Interrupt Controller places an Interrupt Vector on the 
internal ASIC Bus, based on the highest priority pending 
interrupt. The processor performs a Subroutine Call to the 
address in Memory page 0 contained in the vector. When 
the Interrupt Handler executes a Return From Subroutine, 
the processor returns to the interrupted code and 
re-enables interrupts. Before the interrupt Handler returns, 
it must ensure that the condition that caused the interrupt is 
cleared, or else the processor will be immediately 
interrupted as soon as it returns. 


Processor interrupts are enabled and disabled by clearing 
and setting the Interrupt Disable Flag. When the RTX is 
reset, this flag is set (bit 04 of the = 1), disabling the in- 
terrupts. This bit is a Write-Only bit that always reads as O, 
allowing interrupts to be enabled in only 2 cycles with a 
simple read/write operation in which the processor reads 
the bit value, then writes it back to the same location. The 
actual status of the Interrupt Disable Flag can be read from 
bit 14 of the (ij. 


In addition to disabling them at the processor level, all 
interrupts except the Non-Maskable Interrupt (NMI) can 
be individually masked by the Interrupt Controller by setting 
the appropriate bit in the Interrupt Mask Register ( [J ). 
After resetting the RTX 2000, ail of the bits in the [ij are 
cleared, thereby unmasking all interrupts. 


The Interrupt Controller prioritizes interrupt requests, 
and generates an Interrupt Vector for the highest priority 
interrupt request. The address that the vector points to is 
determined by the source of the interrupt and the contents 
of the Interrupt Base/Control Register ( ). Because 
address bits MA19 - MA16 are always zero in an Interrupt 
Acknowledge cycle, the entry point to the Interrupt Handlers 
must reside on Memory Page zero. The rest of the vector is 
generated as indicated in Table 5. 


The Interrupt Vector can also be read from the Interrupt 
Vector Register ([@Gj) directly. This allows interrupt 
requests to be monitored by software, even if they are 
disabled by the processor. If no interrupts are being 
requested, bit 09 of the will be 1. 


External interrupts EIS-EI1 are active HIGH level-sensitive 
inputs. Therefore, the Interrupt Handlers for these interrupts 
must clear the source of interrupt prior to returning to the 
interrupted code. The external NMI, however, is an edge- 
sensitive input which requires a rising edge to 
request an interrupt. 


The two classes of on-chip peripherals that produce inter- 
rupts are the Stack Controllers and the Timer/Counters. 


The Stack Controllers request an interrupt whenever a stack 
overflow or underflow condition exists. These interrupts can 
be cleared by pushing or popping the stack to alleviate the 
condition, or by rewriting GGG). See the section on “Dual 
Stack Architecture” for more information regarding how the 
limits set into can be used to generate interrupts. 


TABLE 5. INTERRUPT SOURCES, PRIORITIES AND VECTORS 


PRIORITY INTERRUPT SOURCE 
Non-Maskable Interrupt 
External Interrupt 1 


Parameter Stack Underflow 


Return Stack Underflow 
Parameter Stack Overflow 
Return Stack Overflow 
External Interrupt 2 
Timer/Counter 0 
Timer/Counter 1 
Timer/Counter 2 
External Interrupt 3 
External Interrupt 4 
External Interrupt 5 
Software Interrupt 


No Interrupt 
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SENSITIVITY 


High Level 
High Level 
High Level 
High Level 


High Level 


Edge 
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The timers generate edge-sensitive interrupts whenever they 
time out. Because they are edge-sensitive and are cleared 
during an Interrupt Acknowledge cycle or during the direct 
reading of by software, no action is required by the 
handlers to clear the interrupt request. 


Finally, a mechanism is provided by which interrupts can be 
requested by using software commands. A SWI is requested 
by setting an internal flip-flop attached to one input of the 
Interrupt Controller. The SW1 is reset by clearing the flip-flop. 
The flip-flop is accessed by 1/O Reads and Writes. 


Because the interrupt may not be serviced immediately, the 
instructions which immediately follow the SWI should not 
depend on whether or not the interrupt has been serviced, 
and should cause a one or two cycle idle condition. 


INTERRUPT SUPPRESSION 


The RTX 2000 allows maskable interrupts to be 
suppressed, delaying them temporarily while critical 
operations are in progress. Critical operations are 
instruction sequences and hardware operations that, if 
interrupted, would result in the loss of data or misoperation 
of the hardware. 


Standard critical operations during which interrupts are 
automatically suppressed by the system include Streamed 
instructions (see the. description of the JJ register), Long Call 
sequences (see “Subroutine Calls And Returns”), and 
Multiplier Access instructions (see “RTX 2000 On-Chip 
Multiplier’). In addition to this, user defined, external 
devices can suppress interrupts during critical operations 


by applying a HIGH level on the INTSUP pin for as long as 
required. 


Since the NMI can still cause the processor to perform an 
Interrupt Acknowledge cycle in the middle of these critical 
operations, preventing a normal return to the interrupted 
instruction, a “Return From Subroutine” should not be per- 
formed from the NMI service routine. 


Interrupts which have occurred while interrupt suppression 
is in effect will be recognized as soon as the suppression 
terminates. 


Dual Stack Architecture 


The RTX 2000 features a dual stack architecture. The two 
stacks are the Parameter Stack and the Return Stack, both 
of which may be accessed in parallel by a single instruction. 
The functional structure of each of these stacks is shown in 
Figure 13. This architecture minimizes overhead in passing 
parameters between subroutines. 


The Parameter Stack is used for temporary storage of data 
and for passing parameters between subroutines. The top 
two elements of this stack are contained in the and 
registers of the processor, and the remainder of this 
stack is located in stack memory. The stack memory 
assigned to the Parameter Stack is 256 words deep by 16 
bits wide. 


The Return Stack is used for storing return addresses when 
performing Subroutine Calls, or for storing values temporarily. 
Because the RTX 2000 uses a separate Return Stack, it can 


15141312,1110 9,8]7,;6;5) 4,3) 2; 1/0 


STACK MEMORY 
(ON - CHIP) 


51413121110 9'8/7'6'5'4'3'2'1:0 


§14131211,40 9,8) 7;6,5,4);3) 2) 1,0 


§:1413121110 9,8: 7,;6,5;4)3),2, 1,0 


STACK MEMORY 
(ON - CHIP) 


ST aa 


FIGURE 1% DUAL STACK ARCHITECTURE 
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FIGURE 13. DUAL STACK ARCHITECTURE 
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call and return from subroutines and interrupts with a 
minimum of overhead. The top element of the Return Stack 
is 21 bits wide. The 16-bit Index Register, J] , and the 5-bit 
Index Page Register, [Gj , hold the top element of this 
stack, while the remainder is located in stack memory. The 
stack memory portion of the Return Stack is also 21 bits 
wide, and is 256 words deep. 


The bit fields of the Return Stack take on different 
assignments, depending upon whether the processor 
is performing a subroutine operation, as indicated in 
Figure 12. 


RTX 2000 STACK CONTROLLERS 


The two stacks of the RTX 2000 are controlled by identical 
Programmable Stack Controllers. 


The Stack Pointer Register, Saal , for the Programmable 
Stack Controllers contains the current top stack memory 
address for both areas of stack memory. Bits 8-15 of this 
register contain the current top stack memory address for 
the Return Stack, while bits 0-7 contain the current top 
stack memory address for the Parameter Stack. The value 
for each stack memory address can range from 0 to 255. 


Each stack memory pointer points at the position of the 
“top” item in its stack memory. This is the item that was 
most recently pushed into this stack memory. On reset the 
stack memory pointer for both areas of stack memory is set 
to a value of 0. 


During a stack READ (“pop”) operation, the stack memory 
pointer points at the item which can be popped from 
the stack memory. Once that item has been popped from 
the stack memory, the stack memory pointer is 
decremented by 1. 


During a stack WRITE (“push”) operation, the stack memo- 
ry pointer is incremented by 1 before the new item is 
pushed to the memory stack. 


The Stack Limit Register, , is a write only register 
which holds the upper limit values for the depth of the 
Parameter Stack (bits O-7) and the Return Stack (bits 8-15). 
These upper limits are set by the user and can be any value 
between O and 255. At Reset, the Stack Limit Register is 
initialized to a value of 255 for each stack. The lower limit for 
each stack is fixed at O. The upper and lower stack limits are 
utilized by the Interrupt Controller to generate “underflow”, 
(PSU and RSU), and “overflow”, (PSV and RSV), interrupts 
when the number of pops or pushes of the stack reach the 
set limits. 


During a stack Read operation, an underflow interrupt is 
generated when data is read from stack location 1. An over- 
flow interrupt is generated when the stack pointer value for 
the location being read is equal to one more than the stack 
limit value for that stack. 


NOTE: If access to location 0 of either stack is required, the underflow 
interrupts should be masked or disabled. 
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During a stack Write operation, an overflow interrupt is 
generated when the stack pointer value for the location 
being written to is greater than the stack limit value for that 
stack. An underflow interrupt is generated when data is 
written to locations O or 255. 


lf a stack is pushed past location 255, the stack pointer for 
that stack will “wrap around” back to 0, allowing earlier data 
to be overwritten. Unless the ability to serve as a circular 
256 word buffer is required by the application, the stack lim- 
its and interrupt responses should be configured to deal 
with the overflow condition before the wrap occurs and data 
is lost. 


Since the RTX can take up to four clock cycles to respond 
to an interrupt, the values set in the Stack Limit register (PSL 
and RSL) should include a safety margin which allows valid 
values to continue being pushed onto the stack until the 
processor executes the interrupt service routine. 


Because it is possible to generate an interrupt, then perform 
stack operations which cause it to go away before it has been 
serviced, the user should exercise care in stack 
management. It is also recommended that valid code be 
supplied at every interrupt vector location to prevent 
unforeseen errors. 


RTX 2000 Timer/Counters 


The RTX 2000 has three 16-bit timers, each of which can be 
configured to perform timing or event counting. All decrement 
synchronously with the falling edge of TCLK. Timer registers 
are readable in a single machine cycle because they reside 
on the processor’s internal ASIC Bus. 


The timer selection bits of the determine whether a timer 
is to be configured for external event counting or internal 
time-base timing, and the respective counter clock inputs 
are assigned to the on-chip TCLK signal or the off-chip 
generated EI5-El3 signals according to the value of these 
bits. E15, Ei4 and El3 are sychronized internally with TCLK. 
See Table 6 for Timer/Clock selection by bit 
values. 


TABLE 6. TIMER/CLOCK SELECTION 


ce 
a a 


The timers ( (&, ixeii], and ) are all free-running, and 
when they time-out, they reload themselves automatically 
with the programmed initial value from their designated Timer 
Preload Register ( Lbs) — 19), — La], and > 
), then continue timing or counting. 
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Each timer provides an output to the Interrupt Controllerto ALU 

indicate when a time-out for the timer has occurred. The The RTX 2000 has a 16-bit ALU capable of performing the 
RTX 2000 can determine the state of a timer at any time following arithmetic and logic operations: 

either by reading the timer’s value, or upon a time-out by ¢ ADD and SUBTRACT (A-8 and B-A; with and without 
using the timer’s interrupt. Figure 14 shows the sequence of carry) 

Timer/Counter operations. e AND, OR, XOR, NOR, NAND, XNOR, NOT. 


TCLK TCLK hah tata 
RISING RISING ASIC. READ 
EDGE EDGE COMMAND 


INTERRUPT 
RESET 


ACTIVATE 
TIMEOUT INTERRUPT 


ACTIVATE 
ACTNATS INTERRUPT 


INTERRUPT 


FIGURE 14. RTX 2000 TIMER/COUNTERS 
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NOTE: Data Paths are represented by solid lines; Control Paths are represented by dashed lines. 
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The and [J3aj registers can also undergo single bit 
shifts in the same cycle as a logic or arithmetic operation. 


In Figure 15, the control and data paths to the ALU are 
shown. Except for and each of the Internal 
Core Registers can be addressed explicitly as an ASIC Bus 
Device, as can other internal registers in specialized 
applications such as in Step Math functions. In each of 
these cases, the input would be addressed as a device on 
the ASIC Bus. 


When performing these functions, the math/logic operand 
{a) starts out in and is placed on the T-bus. Operand 
(b) arrives at the ALU on the Y-bus, but can come from one 
of four sources: [J3{as; an internal register; an ASIC Bus 
device; or from the 5 least significant bits of [Gj. The source 
of operand (b) is determined by the [jj register bits used to 
define the ALU instruction coding. The result of the ALU 
operation is placed into 


Step Math functions which are performed through the ALU 
are divide and square root. The ALU can also perform 
multiplication, but does not because this function is 
performed more efficiently by the RTX 2000 on-chip 
Multiplier. Sign and scaling functions are controlled by the 
ALU function and shift options, which are part of the coded 
instruction contained in [jj. 


Step Divide operation assumes a double precision (32-bit) 
dividend, with the most significant word placed in [feJy, and 
the less significant word in and the divisor in J). In 
each step, if the contents in are greater than the 
contents in (¥&) (and therefore no borrow wili be generated), 
then the contents of [J are subtracted from the contents of 
The result is placed into The contents of 
and are then jointly shifted left one bit (32-bit left 
shift), and a “1” is shifted into the least significant bit of 
if the subtract was performed. This step is required 
for each quotient bit. 


During Step Square Root operation, the double precision 
argument is assumed to be in and as in the 
Step Divide. The first step begins with [{J®) containing zeros. 
The Step Square Root is performed much like a Step Divide, 
except that the input from the Y-bus is the OR of the 
contents of (jj and [j*2. When the subtraction is 


MULTIPUER 
16 x 16 


ONE CLOCK CYCLE 


performed, Gj is ORed into JD), and Gi is shifted right on 
every step. One step is required for each bit of the result. At 
the end of the operation, the square root of the original value 
is in (i) and and the remainder is in Ege. 


RTX 2000 On-Chip Multiplier 


The Hardware Multiplier on the RTX 2000 multiplies two 
16-bit numbers, yielding a 32-bit product in one clock 
cycle. 


The multiplication function is activated by an 1/O Write 
instruction to one of the ASIC Bus addresses assigned to 
the multiplier. 


The multiplier’s input operands come from the and 
registers, and can be treated as either signed (two’s 
complement) or unsigned integers, depending on the form 
of the instruction used. In addition, if the ROUND option is 
selected the multiplier can round the result to 16 bits. Note 
that the multiply instructions do not pop the Parameter 
Stack; the contents of and remain intact. 


The product is read from the Multiplier High Product 
Register, [, which contains the upper 16 bits of the 
product, and the Multiplier Lower Product Register, [%ij, 
which contains the lower 16 bits. The registers may be read 
in either order, and there is no requirement that both 
registers be read. Reading either register moves its value 
into fe, and pushes the original value in into TERS). 
The original value in is lost; it is not pushed to stack 
memory. This permits overwriting the original operands left 
in and (3ER@i, which are not popped by the multiply 
operation. 


lf 32-bit precision is not required, the multiplier output may 
be rounded to 16 bits. This is accomplished by setting the 
ROUND bit in the Interrupt Base/Control Register, EES, 
to 1. The Round operation rounds the lower 16 bits of the 
results into the upper 16 bits. The result is read from [gj 
into Following the read, the contents of and 
should be exchanged, then a “Drop Top of Stack” 
instruction should be executed to discard one of the original 
operands. The ROUND bit functions independently of 
whether the signed or unsigned mode is used. 


READ RESULTS 
( 32 - Bit Product } 


{16 Bits) 


(16 Bits) 


ONE CLOCK CYCLE | 
j~—<—_____--— FOR MULTIPLY OPERATION ————<=wr FOR EACH READ/ PUSH OPERATION | 


FIGURE 16. MULTIPLIER OPERATION 
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The multiply instructions disable interrupts during the 
multiplication cycle, and for the next cycle. Reading either 
IMHR Belg also disables interrupts during the read, and 
for the next clock cycle. This allows a multiplication opera- 
tion to be performed, and both the upper and lower 
registers to be read sequentially, with no danger of a non- 
NMI interrupt service routine corrupting the contents of the 
registers between reads. 


MULTIPLIER REGISTERS 


(WEG: The Multiplier High Product Register holds the 
most significant 16 bits of the 32-bit product generated by 
the RTX Multiplier. If the register’s ROUND bit is set, 
this register holds the rounded 16-bit output of the 
RTX Multiptier. 


(WEG): The Multiplier Lower Product Register holds the 
least significant 16 bits of the 32-bit product generated by 
the RTX Multiplier. 


RTX 2000 Off-Chip Interfaces 
ASIC BUS INTERFACE 


The RTX 2000 ASIC Bus services both internal processor 
core registers and the on-chip peripheral registers, and eight 
external off-chip ASIC Bus locations. All ASIC Bus 
operations require a single cycle to execute and transfer a full 
16-bit word of data. The external ASIC Bus maps into the last 
eight locations of the 32 location ASIC Address Space. The 
three least significant bits of the address are available as the 
ASIC Address Bus. The addresses therefore map as shown 
in Table 7. 


TABLE 7. ASIC BUS MAP 
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RTX 2000 MEMORY BUS INTERFACE 


The RTX 2000 can address 1 Megabyte of memory, divided 
into 16 non-overlapping pages of 64K bytes. The page 
accessed depends on whether the memory access is for 
Code (instructions and literals), Data, User Memory, or 
Interrupt Code. The page selected also depends on the 
contents of the Page Control Registers: the Code Page 
Register ( ), the Data Page Register ( [®]q] ), the User 
Page Register ([]iij]) and the Index Page Register 
(Mj). Furthermore, the User Base Address Register 
( HEGj ) and the Interrupt Base/Control Register ( [EIS ) 
are used to determine the complete address for User Memory 
accesses and Interrupt Acknowledge cycles. External 
memory data is accessed through 


When executing code other than during an Interrupt Service 
routine, the memory page is determined by the contents of 
the Bits 03-00 generate address bits MA19-MA16, as 
shown in Figure 9. The remainder of the address (MA15- 
MAO1) comes from the Program Counter Register ( [iZ@ ). 
After resetting the processor, both the and the (qi are 
cleared and execution begins at page 0, word 0. 


A new Code page is selected by writing a 4-bit value to the 
The value for the Code page is input to the 
through a pre-load procedure which withholds the value for 
one clock cycle before loading the to ensure that the 
next instruction is executed from the same Code page as the 
instruction which set the new Code page. Execution 
immediately thereafter will continue with the next instruction 
in the new page. 


An Interrupt Acknowledge cycle is a special case of an 
Instruction Fetch cycle. When an Interrupt Acknowledge 
cycle occurs, the contents of the and are saved on 
the Return Stack and then the is cleared to point to page 
0. The Interrupt Controller generates a 16-bit address, or 
“vector”, which points to the code to be executed to 
Process the interrupt. To determine how the Interrupt Vector 
is formed, refer to Figure 6 for the register bit assignments, 
and also to the Interrupt Controller section. 


The page for data access is provided by either Ba or 
as shown in Figures 9 and 10. Data Memory Access 
instructions can be used to access data in a memory page 
other than that containing the program code. This is done by 
writing the desired page number into the Data Page 
Register ( ®]Zij ) and setting bit 5 (DPRSEL) of the 
register to 1. If BUXTd is set to equal or if DPRSEL = 0, 
data will be accessed in the Code page. When the RTX 2000 
is reset, BGG] points to page O and DPRSEL resets to 0, 
selecting the 
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The last memory area to be discussed is the User Memory 
area. User Memory consists of blocks of 32 words that can 
be located anywhere in memory. The word being accessed 
in a block is pointed to by the five least significant bits of the 
User Memory instruction (see Table 18), eliminating the 
need to explicitly load an address into before reading 
or writing to the location. Upon RTX 2000 reset, is 
cleared and points to the block starting at word 0, while 
is cleared so that it points to page O. The word in the 
block is pointed to by the five least significant bits of the 
User Memory instruction and bits 05-01 of the [EGg. These 
bits from these two registers are logically OR’ed to produce 
the address of the word in memory. See Figure 11. 


SUBROUTINE CALLS AND RETURNS 


The RTX can perform both “short” subroutine calls and 
“long” subroutine calls. A short subroutine call is one for 
which the subroutine code is located within the same Code 
page as the Call instruction, and no processor cycte time is 
expended in reloading the GG. 


Performing a long subroutine call involves transferring 
execution to a different Code page. This requires that the 
be loaded with the new Code page as described 
earlier, followed immediately by the Subroutine Call 
instruction. This adds two additional cycles to the execution 
time for the subroutine call. 


For all instructions except Subroutine Calls or Branch 
instructions, bit 5 of the instruction code represents the 
Subroutine Return Bit. If this bit is set to 1, a Return is 
performed whereby the return address is popped from the 
Return Stack, as shown in Figure 11. The page for the 
return address comes from the [@a} The contents of the JJ 
register are written to the and the contents of the [Gi 
are written to the so that execution resumes at the 
point following the Subroutine Call. The Return Stack is also 
popped at this time. 
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WORD AND BYTE MEMORY ACCESS 


Using Main Memory Access instructions, the RTX 2000 can 
perform either word or single byte Main Memory accesses, 
as well as byte swapping within 16-bit words. 


Bit 12 of the Memory Access Opcode (see Table 17), is 
used to determine whether byte or word operations are to 
be performed (where bit 12 = O signifies a word operation, 
and bit 12 = 1 signifies a byte operation). In addition, the 
determination of whether a byte swap is to occur depends 
on which mode (the “Motorola-Like” or the “Intel-Like”) is 
in effect, and on whether an even or odd address is being 
accessed (see Figures 17 and 18). 


Whenever a word of data is read by a Data Memory opera- 
tion into the processor, it is first placed in the register. 
By the time the instruction that reads that word of data is 
completed, however, the data may have been moved, 
optionally inverted, or operated on by the ALU, and placed 
in the register. Whenever a Data Memory operation 
writes to memory, the data comes from the register. 


The Byte Order Bit is bit 2 of the Configuration 
Register, (see Figure 3 in the “RTX Internal 
Registers” Section). This bit is used to determine whether 
the default (“Motorola-Like”) or byte swap (‘‘Intel-Like”) 
mode will be used in the Data Memory accesses. 


Word Access - (Memory Access Opcode, [jj Bit 12 = 0) 


Bit 2 = 0: The “Motorola-Like” mode of word access 
{also known as the “Big Endian” mode) to an even address 
(AO = 0) results in an unaltered transfer of data, as shown 
in Figure 17. Word access to an odd address (AO = 1) while 
in this mode will effectively cause the Byte Order Bit to be 
complemented and will result in the bytes being swapped. 


Bit 2 = 1: The “Intel-Like” mode of word access (also 
known as the “Little Endian” mode) to an even address 
(AO = 0) results in a data transfer in which the bytes are 
swapped. Word access to an odd address (AO = 1) while in 
this mode will effectively cause the Byte Order Bit to be 
complemented with the net result that no byte swap takes 
place when the data word is transferred. See Figure 17. 
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Byte Access - (Memory Access Opcode, [fj Bit 12 = 1) 


Bit 2 = 0: During byte mode Memory access, a 
Byte Read from an even address in the “Motorola-Like” 
mode will cause the upper byte (MD15-MD08) of memory 
data to be read into the lower byte position (MDO7-MD00) 
of while the upper byte (MD15 - MDO8) is set to 0. A 
Byte Write operation accessing an even address will 
cause the byte to be written from the lower byte position 
(MDO7-MDO0) of into the upper byte position 
(MD15-MDO8) of Memory. The data in the lower byte 
position (MDO7-MDOO) in Memory will be left unaltered. 
Accessing an odd address for either of these operations will 
cause the Byte Order Bit to be complemented, with the net 
result that no swap will occur. See Figure 18. 


NOTE: These features are for Main Memory data access only, and have no 
effect on instruction fetches, long literals, or User Data Memory. 


DATA ACCESS (16 - BIT pa Eas jnponess: 
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FIGURE 17. MEMORY ACCESS (WORD) 
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Bit 2 = 1: Accessing an even address in the “Intel-Like” 
Mode means that a Byte Read operation will cause the low- 
er byte of data to be transferred without a swap operation. A 
Byte Write in this mode will also result in an unaltered byte 
transfer. Conversely, accessing a odd address for a Byte 
operation while in the “Intel-Like” Mode will cause the Byte 
Order bit to be complemented. In a Byte Read operation, 
this will result in the upper byte (MD15-MD0O8) of data be- 
ing swapped into the lower byte position (MDO7-MDOO0), 
while the upper byte is set to O (MD15 - MDO8& set to 0). See 
Figure 18. A Byte Write operation accessing an odd ad- 
dress will cause the byte to be swapped from the lower byte 
position (MDO7-MDOO) of the processor register into the 
upper byte position (MD 15-MDO8) of the Memory location. 
The data in the lower byte position (MDO7~MDO0) in that 
Memory location will be left unaffected. 


DATA ACCESS (8 - BIT) 


BYTE WRITE PROCESSOR 


BYTE WAITE 


CT a) EO) 
ZA 
WS) | 


BYTE READ 


PROCESSOR 


FIGURE 18. MEMORY ACCESS (BYTE) 
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Software Information 


The RTX 2000 TForth compiler from Harris translates 
Forth-83 source code to RTX 2000 machine instructions. 
This compiler also provides support for all of the RTX 2000 
instructions specific to the processor's registers, peripherals, 
and ASIC Bus. See the tables which follow for instruction set 
information. 


The compiler instruction set combines multiple high level 
instructions into single machine instructions. This 
optimization produces an effective throughput which is faster 
than the processor's clock speed. 


Compilers will be available for C and Prolog for applications 


which require those languages. 


TABLE 8. INSTRUCTION SET SUMMARY 


norarions | si‘CSCsCO 
Read data (byte or word) from memory location addressed by contents of [M@]g register into (Eka register. 


Write contents (byte or word) of register into memory location addressed by contents of [XeJq register. 
g-read Read data from the ASIC address (address field ggggq of instruction) into [e]y register. 
Aread of one of the on-chip peripheral registers can be done with a g-read command. 
g-write Write contents of [If@]j register to ASIC address (address field ggggqg of instruction). A write to one of the 
on-chip peripheral registers can be done with a g-write command. 
Read contents (word only) of User Space location (address field vuwuu of instruction) into [fey register. 


| u-write | Write contents (word only) of Ife/g register into User Space location (address field uuuuu of instruction). 
| SWAP Exchange contents of [e]q and (73) registers 


Copy contents of [f@]g register to EEG] register, pushing previous contents of onto Stack Memory. 


Copy contents of register to [ely register, pushing original contents of [ely to register and original 
contents of register to Stack Memory. 


Pop Parameter Stack, discarding original contents of [fq register, leaving the original contents of inte 
and the original contents of the top Stack Memory location in }EEG5 


pinv Perform 1’s complement on contents of [e]q register, if i bitin instruction is 1. 


Perform appropriate cece or aaa ALU operation from Table 21 on contents of [feJg and registers. 


Perform appropriate shift operation (ssss field of instruction) from Table 22 on contents of [ely 
and/or registers. 


Push short literal d from ddddd field of instruction onto Parameter Stack (where ddddd contains the actual 
value of the short literal). The original contents of [fey are pushed into {[@i, and the original contents of 
are pushed onto Stack Memory. 


Push long literal D from next sequential location in program memory onto Parameter Stack. 
The original contents of [fe]y are pushed into [EGE and the original contents of are pushed onto 
Stack Memory. 


Perform a Return From Subroutine if bit = 1. 


Bit fields containing x’s are ignored by the processor. 


TABLE 9. INSTRUCTION REGISTER BIT FIELDS (BY FUCTION) 


FUNCTION CODE DEFINITION 


99999 Address field for ASIC Bus iocations 
pu Address field for User Space memory locations 


cccc ALU functions (see Table 21) 
aaa 


ddddd Short literals (containing a value from 0 to 31) 
| se ssss_———|_- Shift Functions (see Table 22) 
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TABLE 10. RTX 2000 {J AND ACCESS OPERATIONS* 


OPERATION | RETURN ASIC 
(g-read, BIT ADDRESS 
g-write) FUNCTION 


Pushes the contents of JJ into Efe]g, then performs a Subroutine Return 
Pops the contents of [fe] into [J (with no push of the Return Stack) 
Performs a Subroutine Return, then pushes the contents of [f@/g into JJ 


Pushes the contents of [J into [e]g, popping the Return Stack 


Pushes the contents of [J into [feJ¥ without popping the Return Stack, then 
executes the Subroutine Retum 


Pushes the contents of into J popping the Parameter Stack 
Performs a Subroutine Return, then pushes the contents of into] 


Pushes the contents of [J shifted left by one bit, into ely 
(the Return Stack is not popped) 


Pushes the contents of JJ shifted left by one bit, into [Xeyy (the Return 
Stack is not popped), then performs a Subroutine Return 


Pushes the contents of [fj into [J as a “stream” count, indicating that 
the next instruction is to be performed a specified number of times; 
the Parameter Stack is popped 


Ww 00010 = Performs a Subroutine Return, then pushes the stream count into J 
Fae et | 00111 Pushes the contents of [X@ into Lila 
ee ae ee ey 00111 | we | Pushes the contents of Gg into Lf]y, then performs a Subroutine Return 


Ww 00111 Performs a Subroutine Call to the address contained in Uy, popping 
the Parameter Stack 

WwW 1 Pushes the contents of [f@]¥ onto the Return Stack before executing 
the Subroutine Return 


* Saa the RTX Programmer's Reference Manual for a complete listing of typical software functions as well as instructions unique to the RTX 2000. 
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TABLE 11. SUBROUTINE CALL INSTRUCTIONS 


INSTRUCTION CODE OPERATION 


15 1413 12/1110 9 8l7 6 5 4|3 2 1 0] 
Call word address aaaa aaaa aaaa aaa O, 


in the page indicated by This address 
is produced when the processor performs a 
left shift on the address in the instruction 
code. 

Subroutine Call Bit 


(Bit 15=0: Call) 
(Bit 15 = 1: No Call) 


TABLE 12. SUBROUTINE RETURN 


INSTRUCTION CODE OPERATION 


jis taiziziiiio 9 al7 6 5 als 2 1 0] 


Retum from subroutine 


Subroutine Retum Bit* 
(Bit 5,R =0: No Return 
R=1: Return) 
* Does not apply to Subroutine Call or Branch Instructions. 


TABLE 13. BRANCH INSTRUCTIONS 


INSTRUCTION CODE OPERATION 


Oooo 
jis1413i2i110 0 al7 6 5 43 2 4 0] 


DROP and branch if [ge] = 0 
Branch if [feig = 0; 
Unconditional branch 


Branch and decrement JJ if J #0 
Pop Jifg =o 


Branch Address* 


* See the Programmer's Reference Manual for further information regarding the branch address field. 
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TABLE 14. REGISTER AND I/O ACCESS INSTRUCTIONS 


INSTRUCTION CODE OPERATION 


g-read DROP 
g-read 
g-read OVER 
DUP g-write 
g-write 


g-read SWAP 


TABLE 15. SHORT LITERAL INSTRUCTIONS 


INSTRUCTION CODE OPERATION 


feiwiwulntoe ely es s[aato 


d 
d OVER 
d SWAP DROP 


d SWAP 
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TABLE 16. LONG LITERAL INSTRUCTIONS 


INSTRUCTION CODE OPERATION 


(1ST CYCLE) 


oo ixoRxx.xx xXx x 
0ORx 
Oo R 
OR 
OR 


TABLE 17. MEMORY ACCESS INSTRUCTIONS 


(2ND CYCLE) 


inv 

SWAP inv 

SWAP OVER alu-op 
DROP inv 


alu-op 


INSTRUCTION CODE OPERATION 


(1ST CYCLE) 


m-read SWAP 


m_-read SWAP 


{SWAP DROP} DUP 
m-read SWAP 


{SWAP DROP} m-read d 


{SWAP DROP} DUP m-read 
SWAP d SWAP alu-op 


OVER SWAP m-write 
OVER SWAP m-write 
m-read SWAP 


{OVER SWAP} SWAP 
OVER m-write 


{OVER SWAP} m-write d 


{OVER SWAP} SWAP OVER 
m_-write d SWAP alu-op 


If s=0, Memory is accessed by word 
Ifs = 1, Memory is accessed by byte 


If (p = 0), perform 


{SWAP DROP} and 
{OVER SWAP} 
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(2ND CYCLE) 


inv 
SWAP inv 
SWAP OVER alu-op 


NOP 


NOP 


NOP 


inv 
DROP inv 
alu-op 


NOP 


NOP 


NOP 
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TABLE 18. USER SPACE INSTRUCTIONS 


INSTRUCTION CODE 


OPERATION 


SSS 


u-read SWAP 
u-read SWAP 
u-read SWAP 
DUP u-write 
DUP u-write 


u-read SWAP 


TABLE 19. ALU FUNCTION INSTRUCTIONS 


INSTRUCTION CODE 


RO 
RO 
RO 
RO 
RO 
RO 
RO 
RO 
RO 
RO 
RO 
R Oo 


DROP DUP 
OVER SWAP 
SWAP DROP 
DROP 


inv 

SWAP inv 

SWAP OVER alu-op 
inv 

DROP inv 


alu-op 


OPERATION 


inv shift 
inv shift 
alu-op shift 
inv shift 
inv shift 


alu-op shift 


SWAP DROP DUP inv shift 


SWAP 
SWAP OVER 
DUP 

OVER 


OVER OVER 


TABLE 20. STEP MATH FUNCTIONS * 


INSTRUCTION CODE 
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inv shift 
alu-op shift 
inv shift 
inv shift 


alu-op shift 


OPERATION 


* These instructions perform multi-step math 
functions such as division and square root 
functions; see the Programmer’s Reference 
Manual for more information on this 

entire class of instructions. 
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TABLE 21. ALU LOGIC FUNCTIONS/OPCODES 


fe eae 
ee 
0011 
0100 


=“ fe) 
a 
= 


8 


TABLE 22. SHIFT FUNCTIONS 


= oa qaanccere 


ae 
co 
Framers [ae [aw [an fo 
Proosior 
Cc a 
cae 
a ce 
re 


Rotate Left 


32-bit Arithmetic Left Shift Ea 


TNn 


TNn 


TNn 


32-bit Rotate Left 
32-bit Right Shift Out of Carry 


Zo 
Z15 
cY 
cY 
Z15 
32-bit Rotate Right Through Carry 
32-bit Logical Right Shift er 
D2/ 32-bit Arithmetic Right Shift | z15 | 


R z Zz 
t+ See the Programmer's Reference Manual 


1 
Z1 


-Most significant bit of [ei —Carry bit 

-Typical bit of [ey -Carry bit before operation 

-Least significant bit of [ely -ALU output 

-Most significant bit of (ERG) ~Most significant bit 15 of ALU output 
-Typical bit of SEES] -Original value of typical bit of 
-Least significant bit of ERG 
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Specifications RTX 2000 


Absolute Maximum Ratings 


Supply Voltage H Gate Count 
Input, Output, or 1/0 Voltage Applied ... GND-0.5VtoVCC +0.5V Junction Temperature 
Storage Temperature Range -65°C to +150°C —_ Lead Temperature (Soldering, Ten Seconds) 
Maximum Package Power Dissipation 
41°C/W (PGA Package) 
179C/W (PGA Package) 


CAUTION: Stresses above those listed in the “Absolute Maximum Ratings" may cause permanent damage to the device. This is a stress only rating and 
operation of the device at these or any other conditions above those indicated in the operation section of the specification is not implied. 

Operating Conditions 

Operating Voltage Range +4.5V to+5.5V Maximum Rise and Fall Times For ICLK 

Operating Temperature Range: RTX 20001 -40°C to +859C 


D.C. Electrical Specifications vcc = 5v, 10%, Ta = -40°C to +85°C 


SYMBOL PARAMETER | omin | max | UNITS COMMENTS 
Logical One Input Voltage | NMI, RESET, ICLK | VCC x 0.7 ihe 2 Tested at VCC = 5.5V 


r 


ICCOP Operating Power Supply Current mA Vi = VCC or GND; 
f (ICLK) = 1MHz; (Note 2) 
Outputs Unloaded 


NOTES: 1. Typical ICCSB: 10yA. The ATX 2000 is a static CMOS part. 
Therefore ICCSB > 0 is due to leakage currents. 


Vv 
Vv 
Vv 
Vv 
Vv 
Vv 


eal 
Pa 
High Output Votlage | Tv | ton=—ama 
ee 


2. Operating supply current is proportional to frequency. Typical 
ICCOP: S5mA/MHz. 


Capacitance (Ta = +259°C; All measurements referred to device GND) 


SYMBOL PARAMETER UNITS TEST CONDITIONS 
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Specifications RTX 2000 


A.C. Electrical Specifications vcc = 5v, +10%, Ta = -40°C to +85°C 


CLOCK, WAIT AND TIMER TIMING (Notes 1, 2, and 3) 


SYMBOL PARAMETER UNITS COMMENTS 


t1 ICLK Period 


t2 ICLK High Time 


t3 ICLK Low Time 


t4 WAIT Set Up Time 


t& WAIT Hold Time 


El High to El High tix4 External Clock/Timer Input 


{7 


_ 
o 


= 
° 


El High Time External Clock/Timer Input 


EI Low Time iS External Clock/Timer Input 


ICLK to TCLK High 
TCLK Low Time 


TCLK High Time 


t15 ICLK to PCLK High 


t16 PCLK Low Time 


117 PCLK High Time 
t19 ICLK to TCLK Low 


ICLK to PCLK Low 


fi 


NOTES: 1. High and low input levels for A.C. test: ICLK, NMI, and RESET: 4.0V and 0.4V 
Other Inputs: 2.4V and 0.4V 


2. Output load: 100pF. 


3. 10MHz specifications are tested with CYCEXT set to 1. For guaranteed operation of User 
instructions and Interrupt Acknowledge cycles, CYCEXT should be set to 1 for (TCLK) > 8MHz. 
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Specifications RTX 2000 


A.C. Electrical Specifications (Continued) VCC = 5V, +10%, Ta = -40°C to +85°C 
MEMORY BUS TIMING (Notes 1, 2, and 3) 


SYMBOL PARAMETER COMMENTS 


MD Setup Time Read Cycle 
122 MD Hoid Time Ea Read Cycle 


PCLK to MA Valid: User/INTA (Note 5) 
cycles 


(Note 6) 


Write Cycle (Note 6) 
Write Cycle (Note 4) 


Write Cycle (Notes 4, 5) 


PCLK to MA Valid: non-User/ 


MA Hold Time 


PCLK to MR/W, UDS, 
LDS, NEW and BOOT Valid 


MR/W, UDS, LDS, NEW, 
BOOT Hold Time 


PCLK to MD Valid 


— 
o 
pS 


NOTES: 1. High and low input levels for A.C. test: ICLK, NMI, and RESET: 4.0V and 0.4V 
Other inputs: 2.4V and 0.4V 
2. Output load: 100pF. 


3. 10MHz specifications are tested with CYCEXT set to 1. For guaranteed operation of User 
Instructions and Interrupt Acknowledge cycles, CYCEXT should be set to 1 for f(TCLK) > 8MHz. 


4. Output enable and disable times are characterized only. 


5. Tested with t1 at specified minimum and t2 = 0.5+t1. 
For t2 > 0.5*t1(min), add 12 ~ (0.5*t1{min)) to this specification. 


. Tasted with t1 at specified minimum and t2 = 0.5+t1. 
Far t2 < 0.5*t1(min), subtract (0.5*t1(min)) - t2 from this specification. 
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Specifications RTX 2000 


A.C. Electrical Specifications (Continued) VCC = 5V, +10%, Ta = -40°C to +85°C 


ASIC BUS AND INTERRUPT TIMING (Notes 1, 2, and 3) 


SYMBOL PARAMETER UNITS COMMENTS 


t40 GD Read Setup to PCLK Read Cycle 


t41 GD Read Setup to GIO Read Cycle 


GD Read Hold from GIO 


Q@ 
f(s 


t42 Read Cycle 


143 GD Read Hold from PCLK Read Cycle 


44 El/NMI Setup Time INT/NMI Cycle 


INTSUP Setup Time 


t47 INTSUP Hold Time 


a 


PCLK High to GIO Low 


GIO Low Time 


t50 ICLK High to GIO Low 


w 
a 


@ 
o 


+51 ICLK High to GIO High 


i) 
nN 


PCLK to GA Valid (Note 5) 


GIO to GA Hold Time 


os 
Nn 


(Note 6) 


[e) 
a 


PCLK to GR/W Valid (Note 5) 


GIO to GR/W Read Hold Time (Note 6) 
GD Enable Time Write Cycle (Note 4) 
GD Valid Time Write Cycle 


GIO to GD Hold Time Write Cycle (Note 6) 


GIO to GD Disable Time Write Cycle (Notes 4, 5) 


t67 PCLK to INTA High Time INTA Cycle 


INTA Hold Time INTA Cycle 


NOTES: 1. High and low input levels for A.C. test: ICLK, NMI and RESET: 4.0V and 0.4V 
Other inputs: 2.4V and 0.4V 


2. Output load: 100pF. 


3. 10MHz specifications are tested with CYCEXT set to 1. 
For guaranteed operation of User Instructions and Interrupt Acknowledge cycles, 
CYCEXT should be set to 1 for fTCLK) > 8MHz. 


4. Output enable and disable times are characterized only. 


5. Tested with t1 at specified minimum and t2 = 0.5+t1. 
For t2 > 0.5+t1(min), add t2 - (0.51*t1(min)) to this specification. 


6. Tested with tt at specified minimum and t2 = 0.5* {1. 
For t2 < 0.5+t1(min), subtract {0.5+t1 (min)) - t2 from this specification. 
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RTX 2000 


Timing Diagrams 
3 


40V 
CLK INPUT 


*TEST HEAD 
CAPACITANCE Bear 


FIGURE 19. TEST CIRCUIT FIGURE 20. A.C. DRIVE AND MEASURE 
POINTS - CLK INPUT 
NOTE: For AC. testing, input rise and fall times are driven at 1ns/volt. 


COLLLLLL LG WSS 


FIGURE 21. CLOCK AND WAIT TIMING 


EIS- EI3 


FIGURE 22. TIMER/COUNTER TIMING 
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Timing Diagrams (Continued) 


SS MOLI ILI AP SSS SS ee 
Chadha nh ae ad” NAW Ss CL he all, all! 


t34 


FIGURE 23. MEMORY BUS TIMING 


..~ cA“ 2525 Fs 2s 
po sesesae tT SRC 


t56 


SWARMS KK XX A 
ZEROES SSL 


EL 
222222 22> <<< sd OOS 
Co Maa A A ~ Sh S MOLL LILI AMI LILI I I 


162 t65 
161 t63 


> <<< <<< SS 
Coa” “SS Cs” 


FIGURE 24. ASIC BUS TIMING 
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Timing Diagrams (Continued) 


El SS NSS SSS 


INTSUP 3 SOS IS SOCIO IC IO ICD 


> 
Ro KKK INT VECTOR _ 3K 


FIGURE 25. INTERRUPT TIMING: WITH INTERRUPT SUPPRESSION 


SRE 
t46 
intsup SSSSSSSSSSSSSSSERR, RR SERRE RE ER ERR SERENE TREE 


t68 
—>| 


INTA 


126 t28 


| 
MA KCK BK INT VECTOR KC‘ 


FIGURE 26. INTERRUPT TIMING: WITH NO INTERRUPT SUPPRESSION 
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RTX 2000 
Timing Diagrams (Continued) 


e1 e2 


RAIA AQAA awww 


t67 168 


KKK NMIVECTOR DQ 


FIGURE 27. NON-MASKABLE INTERRUPT TIMING 
NOTES: 
1. Events in an interrupt sequence are as follows: 


e1. The Interrupt Controller samples the interrupt request inputs on the rising edge of PCLK. If NMI rises 
between e1 and @5, the interrupt vector will be for NMI. 


e2. If any interrupt requests were sampled, the Interrupt Controller issues an interrupt request to the core on the 
falling edge of PCLK. 


3. The core samples the state of the interrupt requests from the Interrupt Controller on the falling edge of 
PCLK. If INTSUP is high, maskable interrupts will not be detected at this time. 


e4, When the core samples an interrupt request on the falling edge of PCLK, an Interrupt Acknowledge cycle 
will begin on the next rising edge of PCLK. 


25. Following the detection of an interrupt request by the core an Inlerrupt Acknowledge cycle begins. The 
interrupt vector will be based on the highest priority interrupt request active at this time. 


2. t44 is only required to determine the cycle in which Interrupt Acknowledgment will occur. 
3. Interrupt requests should be held active until the Interrupt Acknowledge cycle for that interrupt occurs. 
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Packaging 
84 PIN GRID ARRAY 
TOP VIEW 


et] Harris 


RTX 2088 


‘-- Index Mark 


84 PIN GRID ARRAY 
BOTTOM VIEW 


SEATING PLANE 
120 
140 
.040 
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©©OOOOOOOO® 
©©® O86 £©® 
©® ©© 
KOKO) ©©® 
©©®@ ©©® 
©©® ©©© 
©® ©© 
©©® ©6880 £©© 
©OOOOOOOGOO 


1.000 BSC 
> ooenmne re arrer 


NOTE: All Dimensions are we , Dimensions are in inches. 
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Packaging (Continued) 
84 LEAD PLCC 


CYICICYCI 
= |. .026 .050 BSC 


Ordering Information 
COMMERCIAL/INDUSTRIAL 


RTX 2000 -10 


G I 
FAMILY SPEED/PERFORMANCE 
RTX (Real Time Express) 10: 10MHz 
8: 8MHz 
PART NUMBER 


PACKAGE TYPE TEMPERATURE RANGE 
G: PGA I: Industrial 
J: PLCC ~40°C to +85°9C 
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